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FENGSHEN NEW MATERIALS

FS-277

Threadlocker TDS

1. Product Description
FS-277 Threadlocker is super high strength ,high viscosity , anti—corrosive , suitable for active
metal surface , locking nuts and screws.

Normal Package:10ml/bottle ; 50ml /bottle;250ml per bottle

2. Character

@ Single component ,Fast curing , wide temperature range, anti-oil and water, shock resistance and
non—corrosive

@ Good sealing performance , anti-rust and corrosive

@ It suitable for various strength and viscosity request and harsh working condition

3. Technical Data Sheet

M
Part - Viscosity | Destabilizing |The Average Working 25C Cure Time
Appearance| Filling 0 .e
No. (mPa.s) ) Moment(N.m)) Torque(N.m)Temperature(’C) (Initial/Whole)
Gap(mm)
277 Red liquid 0.25 7000 38 32 -54~+149 60minutes/24Hrs
4. How to Use

@ C(Clean general purpose threads and nuts with cloth , and clean the important thread and nuts with

acetone , then apply the threadlocker

€ The thixotropic threalocker need be shaken well before use.

@ The bolts locked with medium and low strength anaerobic threadlocker can be removed by ordinary
hand tools , the bolts locked with high strength anaerobic threadlocker need be removed by high torque
or high strength(250°C)

@ The unfinished threadlocker liquid can not mix into the original bootle and liquid , can not put

metal and oil into the original liquid.
5. Attention:

This product is non—toxic after whole cure, but it should avoid contact with eyes and out of reach

of children before cure.Pay attention to keep ventilation in the working area.

6. Application arrange
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