Anaerobic Thread Locker

Forsen Thread Locker curing in no oxygen situations, locking nuts, bolts, screws, to avoid looseness by
vibrations

FS-1222 Low intensity , thixotropy viscosity. Used to locking and sealing of frequent remove.
Especially used to M2-M12 small screws.
FS-1242 General type, apply to M6-M36 thread locking and sealing, strong the key pin.
FS-1243 High intensity, good chemical resistance, suitable for the metal surface,
especially thread locking and sealing under M20. Max Filling ~ Viscosity Destabilizing  The Average Remove Workking Cure Time (25 C)
FS-1262 Middle intensity, soluble oil. suitable to inert surface, . Gap (mm)  (mPa.s)  Moment (N.m) Torque(N.m) Temperature(C) Initial/Whole
such as used to the frequent removing of the tank pan screws under M20 T2 T B e T ST S == e T ey A o
FS-1272 High intensity, high viscosity, high temperature resistance up to 230°C

1242 Blue 0.13 1200 12 4.8 54~+149 20 mins / 24 hrs
FS-1277 High intensity, high viscosity, and good chemical resistance. Suitable for active surface, S e 0B 500 5 = ST 20 mine / 24 hrs
used to large size flange sealing, can replace gasket under M56 1262 Red 013 1900 7 2% 541149 10 mins / 24 hrs

FS-1290 Medium intensity, low viscosity. High permeability. Be used to have assembled 1271 Red 0.13 500 25 31 54~+149 20 mins / 24 hrs
M2-M12 thead locking and sealing, weld, casting sad holes (<0. 1), 1272 Red 0.25 9500 28 25 -54~+230 20 mins / 24 hrs

and other micro hole sealing. 1277 Red 0.25 7000 38 32 -54~+149 20 mins / 24 hrs

1290 | Green 0.1 37 30 29 -54~+149 20 mins / 24 hrs
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